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Contact Adhesives

Product Characteristics

Dvndi ot o VT1-328 / VI-328E V1-328B VT-318 VI-338 / VI-338E VT-348 VT-368 VT-388
and Name -
(S(igll:zlaa%?:dagfgﬁse) Contact Adhesive (Black) LP Contact Adhesive AP Contact Adhesive Carpet Glue PU Clear Adhesive Low VOC Contact Adhesive

“ * Fast cure * Fast initiful strength < Heat rasistant * Long tack !ime_ * For carpet I_mnr.ling l?::’;ﬁ:’“’ . Lov{ VOC _
» Fast setting » Fast setting * Long working time * Cost effective . Water & heat resistant * Environmentally friendly
Base Solvent-based Synthetic Rubber Solvent-based Synthetic Rubber Solvent-based Synthetic Rubber Solvent-based Synthetic Rubber Solvent-based Synthetic Rubber Solvent-based PU Adhesive Synthetic Rubber
22 —=24% 24—-24% 24—-26% 22—-24% 27 -29% 14-=16% 39-41%
4,000 - 5,000 cPs 5,000 = 7,000 cPs 7,000 — 8,000 cPs 7,500 - 8,500 cPs 1,400 = 1,700 cPs 2,000 - 3,000 cPs 4,000 - 6,000 cPs
m 0.86 - 0.92 0.82 - 0.86 0.86 - 0.90 0.88 = 0.92 0.82 - 0.86 0.83-0.85 0.93 -0.97
> 115N / 25mm > 115N / 25mm > 115N / 25mm >115 N/ 25mm = > T00N / 25mm >100 N
Light brown liquid Black liquid Light brown liquid Light brown liquid Yellowish brown Viscous liquid Yellow liquid
-10°C-=60°C -10°C-=60°C -10°C-=100°C -10°C-=100"°C -10°C =60 °C -10°C-=60°C -10°C-=50°C
5 to 15 minutes 5 to 10 minutes 5 to 20 minutes 10 to 40 minutes 5 to 20 minutes 5 minutes 5 to 20 minutes

Bonding of. v Laminate v Rubber v Cork v Leather v Fiberglass v Polyurethane foam « EVA to wood, metal or concrete v Carpet installation

v Bonds most materials v Insulation foam v Laminated plastic v Laminate v Carpet bonding v Soft PVC v Low odour
v Laminated rubber (e.g. Formica and Laminex)
v Veneer of timber
v Vinyl flooring
v Vinyl tile

Applications

Available Size / Content
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30 ml (Individual Box / Display Box) 65 ml / 100 ml (Can) 200 mi / 250 ml (Can) 1.0 liter / 1.0 kg (Can) 3.0 liter / 3.6 liter / 3.0 kg (Tin)
v v v v v v
v v

v
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Product Code Content Carton Quantity
VT-348
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Content

v
Product Code Content Carton Quantity Product Code Content Carton Quantity

VT-32815V 15 ml x 10 tubes carded 12 48 VT-328B1L 1.0L 12 cans VT-318100 100 ml 100 cans 3.0L 8 tins
VT-32830 30 ml tube boxed 24 288 VT-3283L 3.0L 6/8tins VT-318250 250 ml 24 cans VT-3683K 3.0kg 6/8tins
VT-32865 65 ml 100 cans VT-3283L6 36L 6/ 8 tins VT-3181L 1.0L 12 cans VT-36815K 15.0 kg 1tin
VT-328100 100 ml 100 cans VT-328E3L 3.0L 6/ 8tins VT-3183K 3.0kg 6/ 8 tins VT-3881L 1.0L 12 cans
VT-328200 200 ml 24 cans VT-328HS 30L,36L 6/8tins VT-31815K 15.0 kg 1 tin VT-3883K 3.0kg 6/8tins
VT-328250 250 ml 24 cans VT-32818L 18.0L 1 tin VT-3383L 30L 6/ 8tins VT-38815K 15.0 kg 1 tin
VT-328650 650 ml 12 cans VT-328HS18L 18.0L 1tin VT-33815K 15.0 kg 1tin

VT-3281L 1.0L 12 cans VT-338E 3.0L,36L 6/ 8tins

VT-338E15K 15.0 kg 1tin



Sprayable Contact Adhesives

Product Characteristics

\'ACK] W VT-312HC | VT-312MC VT-322 VT-342HS VT-382
: : Low VOC
Sprayable Contact Adhesive | Sprayable Contact Adhesive Sprayable Contact Adhesive

Product Code

and Name Sprayable Contact Adhesive

High Conductivity

Sprayable Contact Adhesive

* High heat resistant * Electrically conductive  * Standard fast cure : g:nﬁf:zc;:? Ducting * Low VOC
L eomsd  Soeomed st St oeionube
18 -20% 21=-23% 20-22% 7T-19% 34-36% 39-41%
450 — 550 cPs 700-900cPs  500-700cPs 400 - 500 cPs 50 - 70 cPs 200 - 600 cPs
0.81-0.85 0.81 -0.85 0.83 - 0.87 0.81-0.85 0.79 — 0.82 0.93-0.97
> 115N / 25mm >65N/25mm  >90N/25mm  >90N/25mm > 70N / 25mm >T00 N
Light brown liquid Black liquid Light brown liquid Light brown liquid Yellow liquid
plUab e 10U -10°C—-100°C -10°C-60°C -10°C-50°C -10°C - 50°C
5 to 20 minutes 5 to 20 minutes 5 to 20 minutes 2 to 20 minutes 5 to 20 minutes

Bonding of: v Laminate v Leather v Fabric v Rubber v Cork v Fiberglass v Polyurethane foam v EVA to wood, metal or concrete.

Lo EE o High heat resistant v Electrical conductivity + All purpose v Sofa v Low odour
IS required Is required v Ducting
v Clean room raised v Wood
floor

Available Size / Content

SPRAYABLE SPRAYABLE = SPRAYABLER — SPRAYABLE =~7_
CONTACT CONTACT CONTACT = CONTACT —
ADHESIVE ADHESIVE ADHESIVE — ADHESIVE —
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OCELLENT ADHESION 2
BONDS MOST MATERIALS
EASY TO SPAAY EASY TO SPRAY EASY TO SPRAY
VT-312 VT-322 VT-342HS VT-382
SPRAYABLE SPHAYALLE SPRAYARLIL LAY WO SPRAY ATELE
CONTAST ADHESIVE CONTACT ADHESIVE COMTALCT ADHEEIVE COMTACT ADHESIVE
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10.0kg/ 12.0kg / 15.0 kg (Tin)

v v
v
v
Vv
v
ot ot Cotrt o Gty
VT-3123K 3.0kg 6/ 8tins VT-32210K 10.0 kg 1tin VT-342HS10K 10.0 kg 1 tin VT-38215K 15.0 kg 1tin
VT-31212K 12.0 kg 1 tin VT-32212K 12.0 kg 1tin VT-342HS12K 12.0 kg 1 tin
VT-31215K 15.0 kg 1 tin VT-32215K 15.0 kg 1tin VT-342HS15K 15.0 kg 1 tin
VT-31215K (HC/MC) 15.0 kg 1 tin
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